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Version History

Date Version Comment

2.14.20 1 Initial

AdMobilize AI Sensor
This device is designed to use AdMobilize technology to do Audience Analytics
using a USB camera.

Dimensions

Dimensions 4.1 L x 3 W x 1.4 H inches



What’s included in the box

● AI Sensor

● USB Camera

● Power supply (5V 2.5A)



Requirements to set up

● Wireless or Ethernet internet connectivity.

Setup

Step 1: Connect Camera & Device

1. With the device powered off, connect the USB camera to any of the USB

ports.

2. Connect the power supply to the AI Sensor unit and to an electrical outlet.

The device will turn on automatically.

3. Wait approximately 2 minutes for the device to completely turn on.

Step 2: Configure Internet connectivity

The next step is to choose and set up the type of connectivity for the unit. Use the
following steps:

Access the configuration site

1. Using a computer nearby or your mobile device (Android or iPhone), open the
WiFi settings and locate a Network named after your device ID "Device ID", you
can find the device ID printed on a label on the back of the unit.



2. Tap on the “Device Name” network and enter the Passphrase AdMobilize2019
(Unless the AdMobilize team provided a different one for you).

3. You should now be redirected to the configuration website, where you can specify
your network details.

In case the login screen doesn’t show up, you can access it by making sure your
device is connected to the Wifi hotspot (you should be connected to the wifi
network named after the AI Sensor in your mobile device or computer) and then
opening your browser and typing the IP address 192.168.42.1. If the IP doesn’t take
you to the configuration website, you are probably already connected to a network,
in order to access it, you will have to get the IP for the device. Contact
support@admobilize.com for assistance.

mailto:support@admobilize.com


4. Select your connection type Wifi, Modem or Ethernet connection by clicking on
the buttons below the “Internet Connection” title.

Wifi Connection

Select your network from the dropdown list, if you can’t find it preloaded you can
trigger a network scan from the Network Scan section by clicking on the “Scan for
Wifi Networks” button.



Please note that while scanning, you may notice a brief network disconnection, in
some devices you may need to reconnect to the network, once you go back the list
should be updated.

Hidden Networks

In addition, you can specify your network details by clicking on the “Manually
specify Wifi SSID” link, you should then provide the SSID and Security type. If your
network requires a username or a password the respective fields will be available. If
the network is hidden make sure to specify it by clicking the “Hidden SSID”
checkbox.



Static IP

If you need to configure a Static IP, go to the use the Advanced Settings section
where you should provide Gateway, IP and a Subnet Mask (Dns is optional). Please
note that the Subnet mask can be provided in either Decimal or CIDR format and
multiple DNS IP’s should be provided separated by commas.



Ethernet Connection

A simple Ethernet connection only requires you to connect the cable and it should
be working out of the box, however, if you need to configure a static IP you will
need to provide Gateway, IP and a Subnet Mask (Dns is optional). Please note that
the Subnet mask can be provided in either Decimal or CIDR format and multiple
DNS IP’s should be provided separated by commas



Modem connection

If your device has a modem (3G devices), you should be able to create connections
from the Modem section, you can look for the details of your provider by selecting a
Country and then a Carrier service, if you can’t find your carrier you can provide
custom settings by typing the carrier details, but feel free to contact us to let us
know so we can evaluate adding your carrier to the list. Currently the device only
supports one Modem connection configuration at a time, hence, creating a new
connection will replace the previous one.



Testing the Connection

Once your network settings are selected, click on Connect and the device should
attempt to connect, if you are configuring a wifi network, the configuration website
will most likely be closed during this process. If a wifi connection succeeds, the
“Device ID” network should disappear from the list of connections on your phone.



Once the connection creation request is sent, you can confirm success by going to
the manager section to see the list of connections created. Please note that invalid
connections can still be created.

Managing the Connection

If you want to make any adjustments to your network configuration, you should
go to the manager section. Since the device network might not be broadcasted
anymore, you might have to identify your device’s IP for the current network and
connect to it (the device you use should be on the same network).



Once you go to the connection manager section, you will see a table listing wireless
(wifi) and modem (gsm) connections created, please note that there will always be
one network named after your device that allows it to be configured when no other
networks are available.



Whenever you click one of the action buttons you should get a success or error
notification, if you are unable to create networks please contact
support@admobilize.com for assistance.

Verify Data Collection

At this stage, the unit should be connected to our platform and you can go to the
application dashboard https://dashboard.admobilize.com using the user name and
password provided by our team to view the device and its data.

Step 3: Position the Camera

Once you have located your device in the dashboard you can request a preview
image. Select the device management tab on the left hand side of the screen.
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Next select a device → actions → image preview.



You’ll need to read and agree to the GDPR disclaimer to request the preview image.

For privacy reasons and to comply with GDPR the preview image has a privacy filter
applied that will produce a slightly blurry image but with enough clarity for
positioning.



Important Positioning Requirements/Information

● Position the camera at an eye level height (5ft - 7ft / 1.5m - 2.1m).
● The maximum distance for detections is approx 25ft  / 7m.
● Lighting conditions can affect the distance range and detection capabilities. If

you have questions about specific lightning scenarios please contact our
support team below and include a picture of the area in question.

Support

Our team is ready to help with any questions or concerns with installations.
Please send us a message at support@admobilize.com will be happy to guide
you and make your installation a success.
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